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SYMBOL EXPLANATION

TOOLS

ATTENTION!

ATTENTION!

Left (58-L) respectively
Right (58-R) tail light

Stop light (54) / 
high mounted, third stop light (54)

Turn signal indicator left

Turn signal indicator right

Rear fog light(s)

Reversing light(s)

Trailer / trailer recognition

Permanent current power supply 

Ground or Earth (31)

Ground connection battery terminal lug

Permanent power supply / 
13pin socket, chamber 9

Charging wire for trailer battery / 
13pin socket, chamber 10

+

15+

+

30+

Positive connection battery terminal lug

54 STOP

L

R

Reverse

B+/30

Fuse / fuse capacity 20 Ampère

Cigarette lighter /
accessory socket

Loudspeaker / buzzer

Park Distance Control

Switch / source of function

Connect together

Disconnect

Look at / See further information

Look carefully at selected area

Present / Occupied / OK

Not present / Not occupied / Not OK

Acoustic indication

Attention / important advice

20 
Amp.

20 Amp.

12V

In order to avoid mal-functions and damage to the vehicle’s electrical system the earth terminal must be 
disconnected from the vehicle’s battery before starting work! 

Both the trailer module and the vehicle’s control unit for the electrical system can be damaged during work
on the data bus connections if the battery is not disconnected!

Please pay attention to the manufacturer’s instructions when disconnecting and reconnecting the vehicle’s battery!   

The vehicle's cooling capacity may have to be increased when retrofitting a trailer coupling!
You must observe the manufacturer's instructions!! 

!
Code

3:3

Note: It may be necessary
to check if this vehicle has
a stored radio code before
disconnecting the battery!
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SEAL WITH 
SILICONE.
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7

4

5

6

X

X

SOCKET CONNECTION

1-8 STOP
Reverse 10 9

21W21W 21W 52W 3x21W 52W 21W 240W 180W

DIN/ISO 
11446

Pmax

YellowColour Blue White Green Brown Red Black Pink Orange Grey White/
Black - White/

Red

1/L 2 3/31 4/R 5/58-R 6/54 7/58-L 8 9 10 11 12 13

+

15+
+

30+L R
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13

11

12

M

M

M

1 2 3

4

M

20 Amp.

   15 Amp.
minifuse

15 
Amp.

   15 Amp.
minifuse

15 
Amp.
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! Code
3:3

L 54 STOPR

Reverse

L R

MENUOK

P 500 miles6666 miles

Driving Aids

6:00 AM 36 F

C H
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RPMx1000
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Trailer Simulator for 7- and
13-pin Sockets

Optional

Consult your supplier.
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18

21

19

20

Adapter socket 13-pin 7-pin

Optional

Set up trailer operation

!

The Activation of the

• trailer indicator monitoring
• PDC deactivation

must be carried out using the Land Rover
service tester as follows:

SDD-Software:
• Start SDD
• Select vehicle
• Service functions
• Register "Selected systems"
• System selection "Electric"
• Run "Add/remove user - trailer coupling"

Optional - IDS-Software:
• Add/Remove Accessories
• trailer module
• Add Accessories
• J_I_TRAIL_MOD_13P_12N_12S
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